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Control Terminal

C2 KA

Press Command Code: ‘0’  

Enter to terminal main menu

Insert the new admin password and 
press ‘#’ key.

Insert the desired command code to 
continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status.

Modify Terminal Management Password

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Terminal will display a green LED light, 
informing setup is successful.

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

 

 

Press Command Code: ‘2’ 
 

Enter to terminal main menu

Input ‘0000’ and press # key   

Insert the desired command code to 
continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status.

Delete All Users

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Terminal will display a green LED light, 
informing setup is successful.

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

Door Open Verification Mode

Enter to terminal main menu Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Press Command Code: ‘3’ 

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status. 

Input ‘ 0’ and press ‘#’ key to setup 
Card or ID+Pin Code Verify Mode  

Input ‘1’ and press ‘#’ key to 
setup only Card verify mode.  OR 

OR Input ‘2’ and press ‘#’ key to setup 
only Card + Pin Code verify mode. 

Terminal will display a green LED light, 
informing setup is successful.

Press Command Code: ‘4’  

Enter to terminal main menu

Input ‘0’ to ‘30’ and press ‘#’ key

Insert the desired command code to 
continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status.

Setup Relay Delay Time

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Terminal will display a green LED light, 
informing setup is successful.

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

Notice: Please access the terminal´s webserver to configure the 
Weigand settings according to your existing controller Wiegand 
Input.

Terminal Working Mode

Enter to terminal main menu Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Press Command Code: ‘5’ 

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

Insert the desired command code to 
continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status. 

Input ‘0’ and press ‘#’ key to setup 
terminal work as standlone access 
controller.  

Input ‘1’ and press ‘#’ key to 
setup terminal work as reader.OR 

Terminal will display a green LED light, 
informing setup is successful.

Active / Disable Door Sensor Monitor

Enter to terminal main menu Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Press Command Code: ‘6’ 

Blue LED light will blink faster, informing 
you´re inside the Main Menu

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.

Insert the desired command code to 
continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status. 

Input ‘ 0 ’ and press ‘#’ key to disable 
the door sensor monitor function. 

Input ‘1’ and press ‘#’ key to 
active the door sensor monitor 
function.

OR 

Terminal will display a green LED light, 
informing setup is successful.

Code number not clear. Please 
confirm it before official version

 

Enter to terminal main menu

Input ‘000’ and press ‘#’ key 

Insert the desired command code 
to continue terminal configuration.

Press ‘*’ key or wait for 10 secs without 
any operation to exit the Main Menu 
Management Status.

Factory default Setting

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Terminal will display a pink LED light, 
informing you´re in the Terminal Settings 
Status.

Terminal will display a green LED light, 
informing setup is successful.

Blue LED light will blink faster, informing 
you´re inside the Main Menu.

Blue LED will blink slower, informing 
you´re back in the Normal Operation 
Status.


